
Equipment You Need To Lock Through

Run through this checklist whenever you use your
vessel. These items will help to insure the safety of your
vessel and others around you when boating. 

Two or more 50-foot (15.24-m) manila or other
suitable mooring lines. These should be maintained
and in good condition (one bow and one stern) and
should have an eye at least 12 inches (30.48 cm) in
diameter (an eye not made with a slip knot). 
Fire extinguishing equipment of the type and
quantity prescribed by the U.S. Coast Guard. 
One (or more) Coast Guard-approved Personal
Flotation Device (PFD) for each person on board.
Children and non-swimmers should wear them at
all times. 
Fenders for both sides of the vessel. Vessels may
be asked to moor on either side of the lock
chamber or to another vessel. 

Your vessel should be in good mechanical condition to
insure against the hazards of engine or reverse gear
failure, fire, explosion, and sinking. A fire or explosion
on a vessel in the lock chamber endangers your
vessel's passengers, as well as passengers on other
vessels and spectators on the lock wall. Escape from a
vessel burning within the confines of the lock chamber
could be very difficult. 
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Point of Contact: Dru
Butterfield

Phone: (206) 789-2622
x210

Email:
DRU.E.BUTTERFIELD@USACE.ARMY.MIL

Page 2 of 2

— Seattle District, US Army Corps of Engineers   09-Jan-2009 — 


